
BL wall switch double rocker
BL Casambi push button double rocker for LED strip 4f black
Article no.: 171936

 

TENDER TEXT
Single rocker push-button, black, Casambi, electrodynamic energy generator, maintenance-free, double-sided mounting film included BL BL wall switch
double rocker Article 171936 The controller BL wall switch double rocker is operated with enOcean and is served with a Tipptaster . The controller and has
an output voltage of .The power dissipation in stand-by is . Dimension (L x W x H): 14 mm x 81 mm x 81 mm
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BL wall switch double rocker
BL Casambi push button double rocker for LED strip 4f black
Article no.: 171936

MECHANICAL DATA
Material Kunststoff

Width of device [mm] 81 Width of device [mm] 81

Height of device [mm] 81 Height of device [mm] 81 Height of device [mm] 81

Depth of device [mm] 14 Depth of device [mm] 14 Depth of device [mm] 14 Depth of device [mm] 14

Mounting method Aufputz Mounting method Aufputz Mounting method Aufputz Mounting method Aufputz Mounting method Aufputz

Colour Black Colour Black Colour Black Colour Black Colour Black Colour Black

Control signal enOcean Control signal enOcean Control signal enOcean Control signal enOcean Control signal enOcean Control signal enOcean Control signal enOcean

Type of fastening Befestigung mit Schraube Type of fastening Befestigung mit Schraube Type of fastening Befestigung mit Schraube Type of fastening Befestigung mit Schraube Type of fastening Befestigung mit Schraube Type of fastening Befestigung mit Schraube Type of fastening Befestigung mit Schraube Type of fastening Befestigung mit Schraube

Applicable with movement sensor nein Applicable with movement sensor nein Applicable with movement sensor nein Applicable with movement sensor nein Applicable with movement sensor nein Applicable with movement sensor nein Applicable with movement sensor nein Applicable with movement sensor nein Applicable with movement sensor nein

Applicable with transmission button yes Applicable with transmission button yes Applicable with transmission button yes Applicable with transmission button yes Applicable with transmission button yes Applicable with transmission button yes Applicable with transmission button yes Applicable with transmission button yes Applicable with transmission button yes Applicable with transmission button yes

Applicable with infrared button nein Applicable with infrared button nein Applicable with infrared button nein Applicable with infrared button nein Applicable with infrared button nein Applicable with infrared button nein Applicable with infrared button nein Applicable with infrared button nein Applicable with infrared button nein Applicable with infrared button nein Applicable with infrared button nein

Applicable with presence indicator nein Applicable with presence indicator nein Applicable with presence indicator nein Applicable with presence indicator nein Applicable with presence indicator nein Applicable with presence indicator nein Applicable with presence indicator nein Applicable with presence indicator nein Applicable with presence indicator nein Applicable with presence indicator nein Applicable with presence indicator nein Applicable with presence indicator nein

Applicable with time switch/timer nein Applicable with time switch/timer nein Applicable with time switch/timer nein Applicable with time switch/timer nein Applicable with time switch/timer nein Applicable with time switch/timer nein Applicable with time switch/timer nein Applicable with time switch/timer nein Applicable with time switch/timer nein Applicable with time switch/timer nein Applicable with time switch/timer nein Applicable with time switch/timer nein Applicable with time switch/timer nein

Applicable with button yes Applicable with button yes Applicable with button yes Applicable with button yes Applicable with button yes Applicable with button yes Applicable with button yes Applicable with button yes Applicable with button yes Applicable with button yes Applicable with button yes Applicable with button yes Applicable with button yes Applicable with button yes

Surface finishing glänzend Surface finishing glänzend Surface finishing glänzend Surface finishing glänzend Surface finishing glänzend Surface finishing glänzend Surface finishing glänzend Surface finishing glänzend Surface finishing glänzend Surface finishing glänzend Surface finishing glänzend Surface finishing glänzend Surface finishing glänzend Surface finishing glänzend Surface finishing glänzend

Suitable for degree of protection (IP) IP20 Suitable for degree of protection (IP) IP20 Suitable for degree of protection (IP) IP20 Suitable for degree of protection (IP) IP20 Suitable for degree of protection (IP) IP20 Suitable for degree of protection (IP) IP20 Suitable for degree of protection (IP) IP20 Suitable for degree of protection (IP) IP20 Suitable for degree of protection (IP) IP20 Suitable for degree of protection (IP) IP20 Suitable for degree of protection (IP) IP20 Suitable for degree of protection (IP) IP20 Suitable for degree of protection (IP) IP20 Suitable for degree of protection (IP) IP20 Suitable for degree of protection (IP) IP20 Suitable for degree of protection (IP) IP20

ELECTRICAL DATA
Control signal enOcean Control signal enOcean Control signal enOcean Control signal enOcean Control signal enOcean Control signal enOcean Control signal enOcean Control signal enOcean Control signal enOcean Control signal enOcean Control signal enOcean Control signal enOcean Control signal enOcean Control signal enOcean Control signal enOcean Control signal enOcean Control signal enOcean

TEMPERATURE TECHNICAL DATA
Ambient temperature during operating [°C] - 25... + 65 Ambient temperature during operating [°C] - 25... + 65 Ambient temperature during operating [°C] - 25... + 65 Ambient temperature during operating [°C] - 25... + 65 Ambient temperature during operating [°C] - 25... + 65 Ambient temperature during operating [°C] - 25... + 65 Ambient temperature during operating [°C] - 25... + 65 Ambient temperature during operating [°C] - 25... + 65 Ambient temperature during operating [°C] - 25... + 65 Ambient temperature during operating [°C] - 25... + 65 Ambient temperature during operating [°C] - 25... + 65 Ambient temperature during operating [°C] - 25... + 65 Ambient temperature during operating [°C] - 25... + 65 Ambient temperature during operating [°C] - 25... + 65 Ambient temperature during operating [°C] - 25... + 65 Ambient temperature during operating [°C] - 25... + 65 Ambient temperature during operating [°C] - 25... + 65 Ambient temperature during operating [°C] - 25... + 65

SAFETY INFORMATION: Read the safety and installation instructions carefully and completely before commissioning. The operating instructions can be
found at: www.better-light.at

DISCLAIMER OF WARRANTY: The technical information corresponds to the status at the time of printing and have been worked out to the best of our
knowledge. However, errors and printing errors are reserved. Make sure that you always use the latest version of the data sheets. The latest data sheet can
be found at: www.better-light.at
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